20040805.ba v03_n684.bam.20040805

>From ???@??? Thu Aug  5 13:16:19 2004 +0000
Message-Id: <200408051816.i75IG3qF013056@sco.theporch.com>
Date: Thu,  5 Aug 2004 13:15:46 CDT
From: Old Tube Radios <boatanchors@theporch.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: BOATANCHORS digest 3684

			    BOATANCHORS Digest 3684

Topics covered in this issue include:

  1) SK's stuff
	by "John K9UWA" <k9uwa@arrl.net>
  2) Rocks arrived!!
	by "Ed Zeranski" <ezeran@concentric.net>
  3) Re: Ranger 1, 1614 Substitution?
	by "David  Thompson" <thompson@mindspring.com>
  4) Re: Ranger 1, 1614 Substitution?
	by "Ed Zeranski" <ezeran@concentric.net>
  5) Re: Collins F 64 Z 10X filter?
	by John Kolb <jlkolb@cts.com>
  6) 
	by "Brian Goldsmith" <brian.goldsmith@echo1.com.au>
  7) RE: GB> Vibroplex Trivia
	by w8au@sssnet.com
  8) RE: GB> Vibroplex Trivia
	by Neal McEwen <nmcewen@sbcglobal.net>
  9) F.S. HT-37, rough but restorable, $75
	by "Al Parker" <anchor@ec.rr.com>
 10) Ranger VFO drive
	by Roy Morgan <roy.morgan@nist.gov>
 11) WTB: Modulation Transformer
	by Mike Hardie <mike46@shaw.ca>
 12) Navy TCZ Transmitter Accessory
	by David Stinson <arc5@ix.netcom.com>
 13) Re: Ranger VFO drive
	by wb3fau@att.net
 14) Re: DZ D-F rx
	by stuck in 50s <polepeeg@ba-watch.org>
 15) R-390-non a
	by wb3fau@att.net
 16) Re: R-390-non a
	by Richard Loken <richardlo@admin.athabascau.ca>
 17) RE: R-390-non a
	by "Larry Menzel" <retire@rconnect.com>
 18) Re: R-390-non a
	by "Tom Rauch" <w8ji@contesting.com>
 19) Re: R-390-non a
	by "Arden Allen" <gumbear@pacbell.net>
 20) Re: R-390-non a
	by "Grant Youngman" <nq5t@comcast.net>
 21) ADMINISTRIVIA: Using The Archives
	by listown@nanniandjack.com (Mail List Owner)

----------------------------------------------------------------------
From: "John K9UWA" <k9uwa@arrl.net>
To: Old Tube Radios <boatanchors@theporch.com>
Date: Mon, 02 Aug 2004 22:38:06 -0500
MIME-Version: 1.0
Subject: SK's stuff
Message-ID: <410EC24E.6169.135F392@localhost>
Content-type: text/plain; charset=US-ASCII
Content-transfer-encoding: 7BIT
Content-description: Mail message body

Just had an e-mail from a guy in Springfield, Ohio area that his father-in-law
passed away ... said that there are a bunch of test equipment pieces..
toob testers etc.. no rigs ... so... any one interested and close enough to
help make this stuff go away?.... 

thanks
John k9uwa
John Goller, K9UWA & Jean Goller, N9PXF 
Antique Radio Restorations
k9uwa@arrl.net
Visit our Web Site at:
http://www.JohnJeanAntiqueRadio.com
4836 Ranch Road
Leo, IN 46765
USA
1-260-637-6426

------------------------------
Message-ID: <001001c47914$697e2cc0$bfdbfea9@g5p3m4>
From: "Ed Zeranski" <ezeran@concentric.net>
To: Old Tube Radios <boatanchors@theporch.com>
Cc: <boatanchors@theporch.com>
Subject: Rocks arrived!!
Date: Mon, 2 Aug 2004 21:43:20 -0700
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

BA Folk!

    I just opened a box of AF4K rocks...too coool!        Especially
the(buncha) 8.4 MC chunks for 50.4 AM on 6mtrs AM...just nice.  Brian
Carling sent the order , $268.00 , of reground quartz covering 80, 40, and 6
AM and  I thought some 160 but will check.  The Viking 6N2 will go live
fromSan Diego for 6 mtr AM ...so.. If you wanta 6mtr San Diego net lemme
know, have some loaner sets, Heath, Johnson, and WRL.

EdZ

------------------------------
Message-ID: <000201c47915$9ea25790$aad0b83f@yourxb2x7j77gn>
From: "David  Thompson" <thompson@mindspring.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Ranger 1, 1614 Substitution?
Date: Mon, 2 Aug 2004 23:48:52 -0400
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

The Elmac AF-67 used 5881's in the modulator.  I always got good reports on
the audio with either the Shure 444 or D-104 (as long as the 21V bias
battery was good).
Dave K4JRB

------------------------------
Message-ID: <006001c4791b$4b01bee0$bfdbfea9@g5p3m4>
From: "Ed Zeranski" <ezeran@concentric.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Ranger 1, 1614 Substitution?
Date: Mon, 2 Aug 2004 22:32:37 -0700
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

Subject: Re: Ranger 1, 1614 Substitution?


>The Elmac AF-67 used 5881's in the modulator.

I guess the deal on using 6L6 dirivative tubes in sets is the size/form
function as well as current spec.  I have some M'Elmac AF 54 and AF67 radios
and the squatty body tubes fit best. Johnson will take the taller tubes and
the 1614. The 1614 "designed for RF" 6L6s are the long legged.

EdZ

------------------------------
Date: Mon, 2 Aug 2004 23:56:21 -0700 (PDT)
From: John Kolb <jlkolb@cts.com>
To: Old Tube Radios <boatanchors@theporch.com>
cc: Old Tube Radios <boatanchors@theporch.com>,
        <glowbugs@piobaire.mines.uidaho.edu>
Subject: Re: Collins F 64 Z 10X filter?
Message-ID: <Pine.BSF.4.44.0408022347570.69365-100000@king.cts.com>
MIME-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII

On Mon, 2 Aug 2004, Tom Norris wrote:

> Anyone have the specs on these? Think they
> are low freq phone service type...

Well, it's a LSB filter with a 64 kHz carrier freq -
the F64Z-7C is spec'ed at 2.9 @ 1 db down,
the F64Z-8A is spec'ed at 3.7 @ 2 db down,
the F64Z-12 is spec'ed at 3.1 @ 0.5 db down,

These are parts of sets of telephone voice multiplex
equipment with 4 kHz channel spacing 64, 68 --- 104,
108 kHz. Don't have the F64Z-10 in my catalogs -
send me the 525-xxxx-xxx part number and I might
have more info from a different list. These sorts
of filters are typically 5 kHz wide at 60 db down.

John
<http://members.cts.com/king/j/jlkolb>

------------------------------
Message-Id: <200408031105.i73B5E8w020715@sco.theporch.com>
From: "Brian Goldsmith" <brian.goldsmith@echo1.com.au>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: 
Date: Tue, 3 Aug 2004 21:05:03 +1000
MIME-Version: 1.0
Content-Type: text/plain;
	charset="us-ascii"
Content-Transfer-Encoding: 7bit


Greetings to all. 

A friend of mine who is not a member sent the following,can anyone help via
me?


"I recently obtained an item for a future restoration, probably about the
year 3000 at the current rate!, it is a CRV-46152 direction finding
receiver, part of DZ-2 which is the complete setup. It is an aircraft setup
but was made for the US Navy.

The Rx covers 15kHz to 1500 kHz and was made by RCA in 1939 just prior to
the start of WW2. The actual design must be earlier since it uses UX based
valves at a time when the octal base had already been released four years
earlier.

If you happen to hear of a circuit or any other information anywhere I would
be interested to have a copy."

Many thanks,Brian Goldsmith.

------------------------------
Message-Id: <5.2.1.1.0.20040803142638.00a5d970@mail.sssnet.com>
Date: Tue, 03 Aug 2004 14:28:40 -0400
To: Old Tube Radios <boatanchors@theporch.com>
From: w8au@sssnet.com
Subject: RE: GB> Vibroplex Trivia
Cc: boatanchors@theporch.com
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"; format=flowed

At 07:28 AM 08/03/2004, Jerry K wrote:
>For you old Navy ops, that would be a ZBM2 from net control!
>Jerry W5KP

ZBM2 was direct and to the point!   But the unofficial ham Q signal QLF
is more subtle....      (ok, now send with your Left Foot!)

w8au

>====================================================
>The term "bug" originated with late 19th century commercial
>telegraph operators to denote an incompetent operator.  Because
>operators would sometimes use the popular Vibroplex without
>sufficient practice before getting on the wire, the key was referred
>to as a bug's key; the term was eventually used to refer to the key
>itself".  So now you know the rest of the story.  By the way, we are
>hoping to have the 100th Anniversary Bug ready to introduce on the
>patent date August 9, 2004.  Thanks for the interest.  Betsy @
>Vibroplex.com"
>
>Some of you guys may have already known that, but I didn't before
>now. Interesting.
>
>Tom NU4G

------------------------------
Message-ID: <20040803185722.66652.qmail@web81202.mail.yahoo.com>
Date: Tue, 3 Aug 2004 11:57:22 -0700 (PDT)
From: Neal McEwen <nmcewen@sbcglobal.net>
Subject: RE: GB> Vibroplex Trivia
To: Old Tube Radios <boatanchors@theporch.com>
Cc: boatanchors@theporch.com
MIME-Version: 1.0
Content-Type: multipart/alternative; boundary="0-724386495-1091559442=:65032"

--0-724386495-1091559442=:65032
Content-Type: text/plain; charset=us-ascii

Late 19th century landline telegraph textbooks define the words "ham" and "plug" as being a derogatory term for poor operators.   In the early days of commercial wireless, professional operators, who often came from the ranks of landline telegraphers, lamented the intereference caused by amateurs operators.  "Ham" and "plug," and other choice terms were likely used.  I contend the "ham" stuck and this is the true origin of "ham."
 
Watch for the Telegraph Office to return soon to the web at www.telegraph-office.com.
73 de Neal, K5RW 


>The term "bug" originated with late 19th century commercial
>telegraph operators to denote an incompetent operator. Because
>operators would sometimes use the popular Vibroplex without
>sufficient practice before getting on the wire, the key was referred
>to as a bug's key; the term was eventually used to refer to the key
>itself". So now you know the rest of the story. By the way, we are
>hoping to have the 100th Anniversary Bug ready to introduce on the
>patent date August 9, 2004. Thanks for the interest. Betsy @
>Vibroplex.com"




73 from Neal McEwen at the Telegraph Office -- nmcewen@sbcglobal.net
A web page for Telegraph and Wireless Collectors and Historians
--0-724386495-1091559442=:65032
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *
*         ---REMAINDER OF MESSAGE TRUNCATED---            *
*     This post contains a forbidden message format       *
*  (such as an attached file, a v-card, HTML formatting)  *
*    Mail Lists at theporch.com only accept PLAIN TEXT    *
* If your postings display this message your mail program *
* is not set to send PLAIN TEXT ONLY and needs adjusting  *
* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *

--0-724386495-1091559442=:65032--

------------------------------
Message-ID: <0fdb01c47990$557fd8f0$5901a8c0@w8ut>
From: "Al Parker" <anchor@ec.rr.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: F.S. HT-37, rough but restorable, $75
Date: Tue, 3 Aug 2004 15:30:28 -0400
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

Hi folks,
    I have an HT-37 for sale which is "surplus" and low in the project
queue..
    Cosmetically, the top cover (cabinet) is missing, the dial glass is
broken, the panel has a gouge in it.  The chassis top is very dusty/dirty,
probably won't come shiny clean with washing, but will remain "gray."  The
knobs are all there, dirty, but not chipped.  Rectifiers & VR tube
missing, the pr of GE 6146's test above 7000Gm (new rating) on the Hickock
6000A.  Other tubes not tested.
    Electrically, I put a 60w lamp under the pwr xfmr for 2 days, and
after removing a few leads, meggered the HV winding to gnd & to the 5v
windings, get greater than 100 megohms at 750vdc, and the windings'
resistances are normal, so the power xfmr is good.  I can see that the
bias ckt has had a silicon rectifier and a dropping resistor added.  HV
electrolytics check to have high ESR (not good), they're the originals.
    Price, as-is, $75 plus shipping from 28560, (or can deliver to Shelby
9/2,-3,-4).
    If no takers in a few days, I'll consider parting it out.
    Will get some quick pix for those who may be interested.
73,
Al, W8UT
New Bern, NC
BoatAnchors appreciated here
http://www.thecompendium.net/radio/
http://www.hammarlund.info

------------------------------
Message-Id: <5.1.1.5.2.20040803153017.0222ecf8@mailserver.nist.gov>
Date: Tue, 03 Aug 2004 15:39:08 -0400
To: Old Tube Radios <boatanchors@theporch.com>
From: Roy Morgan <roy.morgan@nist.gov>
Subject: Ranger VFO drive
Cc: "Tom Rauch" <w8ji@contesting.com>
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"; format=flowed

At 09:54 PM 8/2/2004 -0500, you wrote:

>A good friend who recently passed away left me his favorite
>BA, a Ranger II.

Tom,

Lucky you!

>Since it has great personal sentiment for me, I would like
>to put it in tip-top condition so I can use it.

Totally restoring the transmitter is a different thing than making it work 
right and safely.

>  It is
>missing the fuse plug,

DO NOT replace the fused line cord plug. It can kill you.  Ask me if you 
want to find out how, and tell your about to be widow that I told you 
so.  I''ll send you my diatribe on the topic.

>I plan on making a new silkscreen to totally re-do the front
>panel.

That may cost you about $350 or more for the silk screen, and many hours of 
perfecting the craft of making it work. Dee Almquist has already done that. 
You can send your panel to him and what will come back will amaze you.

>I've already stripped and refinished the cabinet.

Send both to Dee:

http://w4pnt.8k.com/
Johnson Ranger-1 total cab and panel cost...$300.

Roy






>73 Tom

- Roy Morgan, K1LKY since 1959 - Keep 'em Glowing!
7130 Panorama Drive, Derwood MD 20855
Home: 301-330-8828 Work: Voice: 301-975-3254,  Fax: 301-948-6213
roy.morgan@nist.gov --

------------------------------
Date: Tue, 03 Aug 2004 19:55:37 -0700
From: Mike Hardie <mike46@shaw.ca>
Subject: WTB: Modulation Transformer
To: Old Tube Radios <boatanchors@theporch.com>
Message-id: <001f01c479ce$86128100$6501a8c0@vn.shawcable.net>
MIME-version: 1.0
Content-type: text/plain; charset=iso-8859-1
Content-transfer-encoding: 7bit

Does anyone have a surplus-to-requirements modulation tranformer, the
multimatch kind capable of 75 watts or so?  Objective is to make a modulator
for a Bendix TA-12C Tx. (two 807's in parallel)
Mike
VE7MMH

------------------------------
Message-ID: <411105B2.3060101@ix.netcom.com>
Date: Wed, 04 Aug 2004 10:50:10 -0500
From: David Stinson <arc5@ix.netcom.com>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Navy TCZ Transmitter Accessory
Content-Type: text/plain; charset=us-ascii; format=flowed
Content-Transfer-Encoding: 7bit

Does anyone have a TCZ (ground version of the ART-13)
for which they lack the external antenna capacitor set?
If so, please contact me.
73 Dave S.

------------------------------
From: wb3fau@att.net
To: Old Tube Radios <boatanchors@theporch.com>
Cc: Roy Morgan <roy.morgan@nist.gov>,
        Old Tube Radios <boatanchors@theporch.com>,
        "Tom Rauch" <w8ji@contesting.com>
Subject: Re: Ranger VFO drive
Date: Wed, 04 Aug 2004 18:22:48 +0000
Message-Id: <080420041822.14076.4111297700046657000036FC21602807489A0E00CC0D99@att.net>
MIME-Version: 1.0
Content-Type: multipart/alternative; boundary="NextPart_Webmail_9m3u9jl4l_14076_1091643768_0"


--NextPart_Webmail_9m3u9jl4l_14076_1091643768_0
Content-Type: text/plain
Content-Transfer-Encoding: 8bit

what am I missing  here?  So  you  replace  the  line  cord-  put  fuse  in chassis?
problem?

-------------- Original message from Roy Morgan : -------------- 

> At 09:54 PM 8/2/2004 -0500, you wrote: 
> 
> >A good friend who recently passed away left me his favorite 
> >BA, a Ranger II. 
> 
> Tom, 
> 
> Lucky you! 
> 
> >Since it has great personal sentiment for me, I would like 
> >to put it in tip-top condition so I can use it. 
> 
> Totally restoring the transmitter is a different thing than making it work 
> right and safely. 
> 
> > It is 
> >missing the fuse plug, 
> 
> DO NOT replace the fused line cord plug. It can kill you. Ask me if you 
> want to find out how, and tell your about to be widow that I told you 
> so. I''ll send you my diatribe on the topic. 
> 
> >I plan on making a new silkscreen to totally re-do the front 
> >panel. 
> 
> That may cost you about $350 or more for the silk screen, and many hours of 
> perfecting the craft of making it work. Dee Almquist has already done that. 
> You can send your panel to him and what will come back will amaze you. 
> 
> >I've already stripped and refinished the cabinet. 
> 
> Send both to Dee: 
> 
> http://w4pnt.8k.com/ 
> Johnson Ranger-1 total cab and panel cost...$300. 
> 
> Roy 
> 
> 
> 
> 
> 
> 
> >73 Tom 
> 
> - Roy Morgan, K1LKY since 1959 - Keep 'em Glowing! 
> 7130 Panorama Drive, Derwood MD 20855 
> Home: 301-330-8828 Work: Voice: 301-975-3254, Fax: 301-948-6213 
> roy.morgan@nist.gov -- 
> 
--NextPart_Webmail_9m3u9jl4l_14076_1091643768_0
Content-Type: text/html
Content-Transfer-Encoding: 8bit

<html>
<!-- BEGIN WEBMAIL STATIONERY -->
<head><style type='text/css'>
p {
margin: 0px;
}
</style></head>
<body>
<!-- WEBMAIL STATIONERY noneset -->
<P>what am I missing&nbsp; here?&nbsp; So&nbsp; you&nbsp; replace&nbsp; the&nbsp; line&nbsp; cord-&nbsp; put&nbsp; fuse&nbsp; in chassis?</P>
<P>problem?<BR></P>
<BLOCKQUOTE style="PADDING-LEFT: 5px; MARGIN-LEFT: 5px; BORDER-LEFT: #1010ff 2px solid">-------------- Original message from Roy Morgan <ROY.MORGAN@NIST.GOV>: -------------- <BR><BR>&gt; At 09:54 PM 8/2/2004 -0500, you wrote: <BR>&gt; <BR>&gt; &gt;A good friend who recently passed away left me his favorite <BR>&gt; &gt;BA, a Ranger II. <BR>&gt; <BR>&gt; Tom, <BR>&gt; <BR>&gt; Lucky you! <BR>&gt; <BR>&gt; &gt;Since it has great personal sentiment for me, I would like <BR>&gt; &gt;to put it in tip-top condition so I can use it. <BR>&gt; <BR>&gt; Totally restoring the transmitter is a different thing than making it work <BR>&gt; right and safely. <BR>&gt; <BR>&gt; &gt; It is <BR>&gt; &gt;missing the fuse plug, <BR>&gt; <BR>&gt; DO NOT replace the fused line cord plug. It can kill you. Ask me if you <BR>&gt; want to find out how, and tell your about to be widow that I told you <BR>&gt; so. I''ll send you my diatribe on the topic. <BR>&gt; <BR>&gt; &gt;I plan on making a new silkscreen to totally re-do the front <BR>&gt; &gt;panel. <BR>&gt; <BR>&gt; That may cost you about $350 or more for the silk screen, and many hours of <BR>&gt; perfecting the craft of making it work. Dee Almquist has already done that. <BR>&gt; You can send your panel to him and what will come back will amaze you. <BR>&gt; <BR>&gt; &gt;I've already stripped and refinished the cabinet. <BR>&gt; <BR>&gt; Send both to Dee: <BR>&gt; <BR>&gt; http://w4pnt.8k.com/ <BR>&gt; Johnson Ranger-1 total cab and panel cost...$300. <BR>&gt; <BR>&gt; Roy <BR>&gt; <BR>&gt; <BR>&gt; <BR>&gt; <BR>&gt; <BR>&gt; <BR>&gt; &gt;73 Tom <BR>&gt; <BR>&gt; - Roy Morgan, K1LKY since 1959 - Keep 'em Glowing! <BR>&gt; 7130 Panorama Drive, Derwood MD 20855 <BR>&gt; Home: 301-330-8828 Work: Voice: 301-975-3254, Fax: 301-948-6213 <BR>&gt; roy.morgan@nist.gov -- <BR>&gt; </BLOCKQUOTE>
<!-- END WEBMAIL STATIONERY -->

</body>
</html>

--NextPart_Webmail_9m3u9jl4l_14076_1091643768_0--

------------------------------
Date: Wed, 4 Aug 2004 18:08:33 -0400 (EDT)
From: stuck in 50s <polepeeg@ba-watch.org>
Message-Id: <200408042208.i74M8XfG014638@fracas.netboobie.org>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: DZ D-F rx

Brian I think that Radiomarine set was the 1st to give a unique null
when set in the "unilateral mode."  Used a loop and a wire antenna and
a 90deg. tunable phase shifter to make this happen

The phase shifter is why the 5th gang* in the variable C

The DZ may be the 'secret Navy DF' carried by A. Earhart

I can send you a ckt. diagram of the DZ-2 which was the 24V version.  Pse
send an address direct.

  Marty

*saw a HB linear amp that had one as the loading cap.  Awwwww, poor
 DZ that gave it up

------------------------------
From: wb3fau@att.net
To: Old Tube Radios <boatanchors@theporch.com>
Subject: R-390-non a
Date: Thu, 05 Aug 2004 05:13:18 +0000
Message-Id: <080520040513.11158.4111C1EE00044E6900002B9621602813029A0E00CC0D99@att.net>

Ouch!  i am  getting  zapped off my R-390 [non  A version]  I seem to  have 
120 vac  on the front panel.  I have a  separate ground line  connected  to
the  ground terminal on the  back, and tied  to a separate earth ground.  
I tried  reversing the 120v. plug in receptacle.  I have not  looked  at  
receiver  for  bad caps  etc.  Are  there  line bypass caps  to  ground 
in  there?   Russ

------------------------------
Date: Thu, 05 Aug 2004 10:31:54 -0700 (MST)
From: Richard Loken <richardlo@admin.athabascau.ca>
Subject: Re: R-390-non a
To: Old Tube Radios <boatanchors@theporch.com>
Cc: Old Tube Radios <boatanchors@theporch.com>
Message-id: <Pine.PMDF.3.95.1040805103016.541171753E-100000@admin.athabascau.ca>
MIME-version: 1.0
Content-type: TEXT/PLAIN; charset=US-ASCII

On Thu, 5 Aug 2004 wb3fau@att.net wrote:

> Ouch!  i am  getting  zapped off my R-390 [non  A version]  I seem to  have 
> 120 vac  on the front panel.  I have a  separate ground line  connected  to
> the  ground terminal on the  back, and tied  to a separate earth ground.  

The input line filter has nice big caps from line to ground, that is why the
manual insists on a ground in the first place.  I suspect that your ground
is not doing its job as well you think it is.

-- 
   Richard Loken VE6BSV, Systems Programmer - VMS  
   Athabasca University
   Athabasca, Alberta Canada
   ** richardlo@admin.athabascau.ca **

------------------------------
From: "Larry Menzel" <retire@rconnect.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: RE: R-390-non a
Date: Thu, 5 Aug 2004 11:41:04 -0500
Message-ID: <DKEHIIKNJIMMAMJFOBIIAEFOCIAA.retire@rconnect.com>
MIME-Version: 1.0
Content-Type: text/plain;
	charset="us-ascii"
Content-Transfer-Encoding: 7bit

I submit that those caps at the line input are bad, and that the ground is
not the culprit.

Remove and replace those caps and your problem should be cured.

Larry, N0XB
Northfield, MN


-----Original Message-----
From: owner-boatanchors@theporch.com
[mailto:owner-boatanchors@theporch.com]On Behalf Of Richard Loken
Sent: Thursday, August 05, 2004 12:32 PM
To: Old Tube Radios
Cc: Old Tube Radios
Subject: Re: R-390-non a

On Thu, 5 Aug 2004 wb3fau@att.net wrote:

> Ouch!  i am  getting  zapped off my R-390 [non  A version]  I seem to
have
> 120 vac  on the front panel.  I have a  separate ground line  connected
to
> the  ground terminal on the  back, and tied  to a separate earth ground.

The input line filter has nice big caps from line to ground, that is why the
manual insists on a ground in the first place.  I suspect that your ground
is not doing its job as well you think it is.

--
   Richard Loken VE6BSV, Systems Programmer - VMS
   Athabasca University
   Athabasca, Alberta Canada
   ** richardlo@admin.athabascau.ca **

------------------------------
Message-ID: <009501c47b0e$dc0cc700$6801a8c0@akorn.net>
From: "Tom Rauch" <w8ji@contesting.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: R-390-non a
Date: Thu, 5 Aug 2004 13:08:41 -0400
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

> Ouch!  i am  getting  zapped off my R-390 [non  A version]
I seem to  have
> 120 vac  on the front panel.  I have a  separate ground
line  connected  to
> the  ground terminal on the  back, and tied  to a separate
earth ground.
> I tried  reversing the 120v. plug in receptacle.  I have
not  looked  at
> receiver  for  bad caps  etc.  Are  there  line bypass
caps  to  ground
> in  there?   Russ

Russ and BA list,

This is a common issue with devices that have high value
power line bypass capacitors, even modern devices that don't
meet codes. My brand new HP printer blew up a $35,000
network analyzer because the printer has a two wire cord and
has internal bypass caps to the "ground".

The first rule none of us should ever break is the safety
grounds MUST be bonded as a secure common connection to the
service entrance ground.  It sounds like you, as with many
of us, have an equipment safety ground that is not bonded to
the powerline entrance ground. The national code requires
all grounds be bonded to a common entrance point ground.
This is absolutely necessary for property protection and
health/safety.

I'd ground that ground stake to the service entrance ground
with a large solid connection. I'd probably use a three wire
cord on the 390A. If we have gear that is not properly
insulated (the new HP printer I have violates this rule) to
the cabinet or external connections and has a two-wire cord,
we are asking for problems.

I handle things like Rangers, Valiants, and Heath gear by
attaching a line cord ground firmly to the chassis (using
and existing hole) and I have a receptacle (like used for
repairing extension cords) that allows the unit's original
cord to plug in. This way I can leave the cord neatly
coiled, have the original fused plug  without cutting up the
gear, and never worry about killing myself if I plug it in
before grounding the case. It also is better for lightning
protection, and faster than taking the radio apart.

By the way, I have an old BC-348 I got out of a barn...and
it nearly killed me. The guy who owned it used a voltage
doubler supply with no isolation transformer to run it. I
plugged it in out in my barn and it worked fine, and was
outside moving an antenna wire when I got knocked on my butt
by 160VDC from the chassis. Since that time I never use
anything without a grounded cord.

73 Tom

------------------------------
Message-ID: <001e01c47b14$63495850$5ce47443@KB6NAX>
From: "Arden Allen" <gumbear@pacbell.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: R-390-non a
Date: Thu, 5 Aug 2004 10:48:05 -0700
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

Larry sez:

> I submit that those caps at the line input are bad, and that the ground is
> not the culprit.

Bad?  Do you mean open or shorted?  If open, no leakage problem.  If shorted
the circuit breaker should have opened.

No, I'm afraid Russ's "ground" isn't doing the job.

A GROUND WIRE MUST BE ABLE TO CARRY FAULT CURRENTS SUFFICIENT TO OPEN
CIRCUIT BREAKERS.  WHICH MEANS IT SHOULD BE ABLE TO SUSTAIN ABOUT 100
AMPERES FOR A COUPLE OF HUNDRED MILLISECONDS AND 20 OR SO AMPS FOREVER.  A
GROUND THAT CAN'T DO THAT IS PUTTING YOUR DWELLING AND LIFE AT RISK, NOT TO
MENTION YOUR INSURANCE COVERAGE.  CHECK WITH YOUR CITY BUILDING DEPARTMENT
FOR REQUIREMENTS.

Arden Allen
KB6NAX

------------------------------
From: "Grant Youngman" <nq5t@comcast.net>
To: Old Tube Radios <boatanchors@theporch.com>
Date: Thu, 05 Aug 2004 10:59:18 -0700
MIME-Version: 1.0
Subject: Re: R-390-non a
Message-ID: <41121306.28741.8CF611@localhost>
Content-type: text/plain; charset=US-ASCII
Content-transfer-encoding: 7BIT
Content-description: Mail message body

> Bad?  Do you mean open or shorted?  If open, no leakage problem.  If shorted
> the circuit breaker should have opened.

Bad == leaking.  A leaky line bypass cap will put enough AC on the 
chassis to feel without tripping a breaker.  

Replace them with new, good AC rated ceramic caps.

Grant/NQ5T

------------------------------
Message-Id: <200408051815.i75IF0A2026938@osr506.nanniandjack.com>
From: listown@nanniandjack.com (Mail List Owner)
To: Old Tube Radios <boatanchors@theporch.com>
Subject: ADMINISTRIVIA: Using The Archives
Date: Thu, 5 Aug 2004 11:15:00 -0700 (PDT)

Gang-

          !!!THIS INFORMATION HAS CHANGED!!!!

       !!!SAVE THIS FILE FOR FUTURE REFERENCE!!!!!

This periodic post is designed to help everyone gain more value from
their boatanchors subscription.

Often I receive an email request, or I read on the list, of someone
who is aware there is an archive available with some special files
with special information that is of a more permanent nature than a
post to the list, but who is unaware of how to retrieve these gems.

In the archives, there are cross-reference tables for Tubes, Military
Equipment Nomenclature, suggestions for restorations and modifications
to our beloved fire bottle rigs, and some wonderful stories of real
adventures and the people involved.

These files may be accessed by the Web... quickly and easily.
These files can also be accessed by email.

For WWW access:
     go to http://www.theporch.com
     select "Mailing List Web Interface"
     on your first time there, click "Register For Full Account"
     follow the instructions, and BE SURE you use the email address
        that you have your BoatAnchors mail addressed to -- this interface
        will work ONLY for members of the list!
     Once registered, you can:
        search the archives of previous posts (so far we haven't loaded
           all the previous posts online, but that is in the works;
        download the index of files;
        retrieve individual files
        manage your subscription via the web interface
AWESOME!

For email access:
Step One:
   send an email (leave the subject blank, or, if your mailer
        requires a subject, type a single character, like "a" in
        the subject box) to:
listproc@sco.theporch.com

Step Two:
   in the body type:
index boatanchors

NOTE: The index *includes* all the previous articles now available
      through the web interface, so the index is HUGE and difficult
      to search -- the web interface is much easier.

Step Three:
   after checking out the index for files of interest, and finding
        the one or more you want to have sent to you, send another
        email to:
listproc@sco.theporch.com

   and, in the body, type:
get boatanchors file.name

        where you substitute the name of the file from the index
        for "file.name"

This should get you off to a good start. If you encounter any problems,
please let me know at the address below.
--
73
Jack, W4KH/Mobile - - - Mailing List Archiver/Owner - - -
listown@nanniandjack.com - "Plus ca change, plus c'est la meme chose"
     "Il n'y a que les idiots qui ne changent jamais d'idee"
Thu Aug 5 11:15:00 PDT 2004

------------------------------
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